
PRODUCT LINE EXTENSION

FCS4 125, 150

FCS Series - Cast iron in-line
centrifugal pumps
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e-mail: perugia@lowara.ittind.com
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Tel.  0434 633243 - Fax:  0434 632729
e-mail: pordenone@lowara.ittind.com

ROMA   00173 Via Frascineto, 8
Tel.  06 7235890 (2 linee) - Fax:  06 7234617
e-mail: roma@lowara.ittind.com

TORINO   10156 - Via Torre Pellice, 17
Tel. 011 2979022 - 2979046 - Fax: 011 2979001
e-mail: torino@lowara.ittind.com
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Tel.  0424 566776 (R.A. 3 Linee) - Fax:  0424 566773
e-mail: bassano@lowara.ittind.com
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Tel. 0 60 26 9 43 - 0  -  Fax: 0 60 26 9 43 - 2 10
e-mail:  info.de@lowara.ittind.com - http://www.lowara.de

LOWARA FRANCE S.A.S.
BP 7311 - 37073 TOURS CEDEX 2 - F
Tel.  (0033) 02 47 88 17 17 - Fax:  (0033) 02 47 88 17 00
e-mail: info.fr@lowara.ittind.com - http://www.lowara.fr

LOWARA NEDERLAND B.V.
POSTBUS 54 - 4180 BB Waardenburg
Tel. 0031 - (0)418 - 65 50 60 - Fax: 0031 - (0)418 - 65 50 61
e-mail: info.nl@lowara.ittind.com - http://www.lowara.nl

LOWARA PORTUGAL, Lda
Praçeta da Castanheira, 38 - 4475-019 Barca Portugal
Tel. 00 351 22 9478550 - Fax: 00 351 22 9478570
e-mail: info.pt@lowara.ittind.com - http://www.lowara.pt

LOWARA UK Ltd. Main office
Millwey Rise Industrial Estate - Axminster, Devon EX 13 5HU - GB
Tel. 01297 630200 - Fax: 01297 630270
e-mail: uksales@lowara.ittind.com - http://www.lowara.co.uk

LOWARA UK Ltd. Regional sales office
Unit 1, Byram Industrial Park - Low Street
Brotherton, Knottingley - West Yorkshire WF11 9HS
Tel.  01977 607267 - Fax 01977 607226
e-mail: salesuknorth@lowara.ittind.com - http://www.lowara.co.uk

LOWARA IRELAND Ltd. 
59 Broomhill Drive - Tallaght Industrial Estate
Tallaght - DUBLIN 24 - EIRE
Tel. (1) 4520266 - Fax: (1) 4520725
e-mail:  sales-irl@lowara.ittind.com - http://www.lowara.ie
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The FCS series has been designed to
cover a wide range of applications,
such as:

Water circulation in heating and 
air-conditioning systems
Cooling plants
Washing plants
Industry
Irrigation and greenhouses

Main characteristics
AISI 316L stainless steel impeller laser welded 
Cast iron impeller from size 80-200 up to 150
(bronze impeller available on request for some
sizes)
Cast iron pump body and adaptor
Outlet sizes up to 150 mm
Impeller diameter up to 315 mm
Stub shaft version with standard 4 pole motor 
Maximum flowrate up to 330 m3/h (4 poles)
Maximum head at 35 m (4 poles)
Mechanical seal in compliance with DIN 24960
IP 55 protection
Class F insulation


